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CMP SAMPLING METHODS & PROCEDURES ' [6Al WH-7141-000100) |528)334]
REPRESENTATIVE SAMPLING ON LINEAR PROJECT

ecelving water samples qnd storm water discharge samples will be collected by
‘qragb samples" , as specified in Pgrt [V D. b, .. of the permit. All grab samples
will be collected using the following methods and procedures:

RECEIVING WATER SAMPLING :
MANUAL SAMPLING :

Samples will be taken at the appropriate fime as stated in Part IV.D. 5. d. of
the permit. Sampling will begin at_the designated representative receiving water
at the downstream location firsft. The sample will be token as Ffar downstream
(within the project right of way) of the confluence of the last storm water
d/scharge point, and upstream of any additional discharges not gssociated with
the project. The sample will be taken in the center of The rece/vin% water af a
point where mixing of fhe receiving waters and the project ouffall has occurred
and produced g homogenous sample. On receliving waters where access to the center
of the recelving warers Is not practical, several samples from across the
recelving waters will be ftaken and the arithmetic average of the turbidity of
these samples will be used for the upstream value. A large mouth, clean, glass

or plastic jar/bottle, labeled with project number and location will be used to
collect the sample. The sample contalner will be held such that the opening faces
upstream. Once the sample jars/bottle is full and capped, [t will|l be transported
fo the location where the turbidity testing will be conducted. Samples may be
analyzed at the site with properly calibrated portable turbidimeters. All
turbidity tests will be conducted i[mmediately but in no case, later than 48 hours
after the time the sample was oblained.

Upstream samples will be faken after downstream samples have been acquired. The
sample will be faken Immediately upstream of fthe confluence of the first storm
water discharge from the project (within the project right of wayl). The sample
will be taken in the cenfter of the receiving water. On recelving waters where
access fto the cenfer of the receiving waters s not practical, several samples
from agcross the receiving waters will be taken and the arithmetic average of

the turbidity of these samples will be used for the upstream value. A large moufth,

clean, qglass or plastic_jar, labeled with project number and location will be used
fo collect the sample. The sample container will be held such that the opening
faces upstream. Once the sample jar/boftle is full and capped, 11 will be
fransported to the location where fthe fturbidity testing will be conducted. All
turbidity tests will be conducted immediately but in no case, later than 48 hours

after the fime the sample was obfcfned“

AUTOMATIC SAMPLING :

Samples will be taken af the appropriate times as specified in Part 1V.D. 5. d.

of the permit. Automatic sampling can be accomplished at both upstream and ;
downstream simulfaneously by using a sampling device simllar to the /sco Model 3700 :
or 6700. These devices can be triqgered by flow meters or rain gages to obtain fthe
required samples. This defermination will be made on a project by project basis.

T'he probe for the automatic sampler will be placed In the center of the receiving
water at a point as far downstream of the confluence of the last storm water
discharge point and upstream of any additional discharges not associated with the
project. Samples will remain in the automatic sampler until the next business day,
when they will be collectfed and tested.

The probe for upstream sampling will be positioned immediately upstream of the
confluence of the first storm water discharqge point from the project. The probe wil/
be placed in the center of the receiving walter. Samples will remain In the automatic
sampler unti!l the next business day, when they will be collected and tested.

TESTING :

Al'l turbidity tests shall be done in accordance with 40 CFR Part 136 (unless other
fest procedures have been approved); the quidance document titled "NPDES Storm Water
Sampling Guidance Document, EPA 833-B-92-00/" and guidance documents that may be
prepared by the EPD. Turbidity results will be recorded and reported to EPD Tn
accordance with Part IV.E of the permit. |
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